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1
HYLD

-
13

Die-cast 
aluminum

Glass
Iron 

bracket

102*80*26

≥140°

10W 12

Provide a 
solution

70-80LM/W
80-90LM/W

90-100LM/W
100-110LM/W
110-120LM/W

Wide voltage 
range

85-265V
Narrow voltage 

range
185-265V

IC-Type Linear 
Solutions

DOB Solutions

PF≥0.5
PF≥0.9

Provide a 
solution

IP65
IP66
IP67
IP68

100 116*35*95 60*37.5*21

Solutions
Motion Sensors

Dimmable DIP Switches
Bracket Lights

Portable Work Lights
E*tension Cords with Plugs

123*30*105 20W 24 80 130*35*105 54*37.5*23

165*30*135 30W 36 60 165*35*135 51*37.5*29

202*30*156 50W 48/56/72 40 210*35*165 43*37.5*34.5

270*37*210 100W 96/108/144 20 275*37*220 56*20.5*46

322*38*231 150W 180/192/216 10 240*45*340 47.5*25*36

385*40*285 200W 240/288 10 290*45*390 47.5*30*40.5

420*50*320 300W 432 10 327*48*445 50*45.5*34.5

460*50*345 400W 576 5 350*55*495 36*29*51

550*345*55 500W 720 5 335*48*625 64*25.5*35

630*345*55 600W 864 5 335*48*710 72.5*25.5*35

735*345*55 1000W 1440 5 745*65*355 75.5*35*37

2
HYYW

-
16

Die-cast 
aluminum

Glass
Iron 

bracket

104.5*84.5*28.3

≥140°

10W 12

Provide a 
solution

70-80LM/W
80-90LM/W

90-100LM/W
100-110LM/W
110-120LM/W

Wide voltage 
range

85-265V
Narrow voltage 

range
185-265V

IC-Type Linear 
Solutions

DOB Solutions

PF≥0.5
PF≥0.9

Provide a 
solution

IP65
IP66
IP67
IP68

100 108*32*89 55.5*18*37

Solutions
Motion Sensors

Dimmable DIP Switches
Bracket Lights

Portable Work Lights
E*tension Cords with Plugs

118*93*28.3 20W 24 80 122*32*98 51*17.5*41

160*120*28.5 30W 36 60 164*33*123 51*35*26

203.8*145*29.5 50W 48/56/72 40 207*37*152 42.5*39*32

236.5*177*29.5 75W 96/108 20 241*34*183 50*18.5*38.5

269*209*29.65 100W 96/108/144 20 272*37*215 44.5*39.5*28.5

334*228.5*30.65 150W 180/192/216 16 338*38*233 35.5*32.5*48

377.5*277*31.3 200W 240/288 10 381*38*282 40*40*30

433*318*31.3 300W 432 8 438*38*322 45*32.5*34

488*328*39 400W 576 6 492*43*322 50.5*28*33.5

592*328*39 500W 720 5 600*340*55 61*25.5*35.5

696*328*43 600W 864 4 705*340*60 71.5*22*35.5
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3
HYYH

-
13SMX

Graphene
Glass
Iron 

bracket

85*104*25

≥140°

10W 12

Provide a 
solution

70-80LM/W
80-90LM/W

90-100LM/W

Wide voltage 
range

85-265V
Narrow voltage 

range
185-265V

IC-Type Linear 
Solutions

DOB Solutions

PF≥0.5
PF≥0.9

Provide a 
solution

IP65
IP66
IP67
IP68

100 87*117*28 45*30*25

Solutions
Motion Sensors

Dimmable DIP Switches
Bracket Lights

Portable Work Lights
E*tension Cords with Plugs

95*121*27.5 20W 24 80 99*128*32 41*34*27

120*160*30 30W 36 60 124*165*32 38.5*35*34.5

160*204*325 50W 48/56/72 40 165*210*35 43*37*34.5

182*242*36 100W 96/108/144 20 185*247*38 40*25.5*38.5

212*272*36 150W 144/180/192 20 215*275*38 40*28.5*44.5

231*321*36.5 200W 144/180/192 10 228*325*40 42*33.5*24

282*382*37.5 300W 240 10 290*45*390 47.5*30*40.5

4
HYERK

-
MINI

Die-cast 
aluminum

Glass
Iron 

bracket

90*70*27

≥140°

10W 12

Provide a 
solution

70-80LM/W
80-90LM/W

90-100LM/W

Wide voltage 
range

85-265V
Narrow voltage 

range
185-265V

IC-Type Linear 
Solutions

DOB Solutions

PF≥0.5
PF≥0.9

Provide a 
solution

IP65
IP66
IP67
IP68

100 95*34*77 36*40*20

Solutions
Motion Sensors

Dimmable DIP Switches
Bracket Lights

Portable Work Lights
E*tension Cords with Plugs

110*90*27 20W 24 60 115*34*95 36*36*20

135*110*27 30W 36 40 139*34*115 36*29*24

172*142*27 50W 48/56/72 40 177*34*148 36.5*36.5*30.5

240*195*35 100W 96/108/144 20 244*42*202 45*25.5*42

285*235*35 150W 144/180/192 10 291*42*242 45*31*26

335*275*35 200W 216 10 342*42*282 45*35*29

380*310*40 300W 360 5 395*47*320 41*25*33

5
HYYH

-
MINISMX

Graphene
Glass
Iron 

bracket

64*78*19.5

≥140°

10W 12

Provide a 
solution

70-80LM/W
80-90LM/W

90-100LM/W

Wide voltage 
range

85-265V
Narrow voltage 

range
185-265V

IC-Type Linear 
Solutions

DOB Solutions

PF≥0.5
PF≥0.9

Provide a 
solution

IP65
IP66
IP67
IP68

50 116*35*110 60*19.5*23.5

Solutions
Motion Sensors

Dimmable DIP Switches
Bracket Lights

Portable Work Lights
E*tension Cords with Plugs

75*95*20.5 20W 24 40 142*35*130 58.5*19.5*27.5

91*126*20.5 30W 36 30 160*35*140 49.5*19.5*29.5

112*152*25 50W 48/56/72 20 180*40*155 42*19*32.5

144*204*25 100W 96/108/144 10 245*48*210 50*25.5*22.5

189*264*28 150W 144/180/192 10 290*52*250 54*30*26.5

209*304*28 200W 192/216 5 345*55*290 35.5*29.5*30.5
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6
HYLD

-
CFX

Die-cast 
aluminum

Glass
Iron 

bracket

100*70*27

≥140°

10W 12

Provide a 
solution

70-80LM/W
80-90LM/W

90-100LM/W

Wide voltage 
range

85-265V
Narrow voltage 

range
185-265V

IC-Type Linear 
Solutions

DOB Solutions

PF≥0.5
PF≥0.9

Provide a 
solution

IP65
IP66
IP67
IP68

100 85*32*112 45*37*25

Solutions
Motion Sensors

Dimmable DIP Switches
Bracket Lights

Portable Work Lights
E*tension Cords with Plugs

123*75*27 20W 24 100 92*32*135 49*37*29

150*100*27 30W 36 60 115*32*162 37*36*34.5

170*116*27 50W 48/56/72 40 135*32*182 42.5*34*25

230*160*30 100W 96/108/144 20 175*35*252 38*37.5*27.8

300*195*30 150W 180/192/216 10 205*35*315 38*22.5*34

337*230*30 200W 240/288 10 240*35*350 39*26*37.5

370*255*35 300W 432 10 265*45*380 28*40*46

410*295*35 400W 576 10 425*305*450 43*31*46

7
HYLD

-
ZFX

Die-cast 
aluminum

Glass
Iron 

bracket

71*57*16

≥140°

10W 12

Provide a 
solution

70-80LM/W
80-90LM/W

90-100LM/W

Wide voltage 
range

85-265V
Narrow voltage 

range
185-265V

IC-Type Linear 
Solutions

DOB Solutions

PF≥0.5
PF≥0.9

Provide a 
solution

IP65
IP66
IP67
IP68

40 80*28*70 30*17.5*15.5

Solutions
Motion Sensors

Dimmable DIP Switches
Bracket Lights

Portable Work Lights
E*tension Cords with Plugs

84*66*16 20W 24 40 95*28*81 30*20*17.5

101*85*20 30W 36 40 111*30*100 32*23.5*21.5

129*105*22 小50W 48/56/72 40 137*33*120 35.5*29*25.5

143*119*23 大50W 48/56/72 20 152*33*140 35*32*15.5

178*147*23 75W 96/108/144 20 190*33*160 39.5*18.5*33.5

212*174*24 100W 96/108/144 10 223*33*195 35*23.5*21

250*204*26 150W 180/192/216 10 265*33*215 35*27.5*23

318*240*30 200W 240/288 6 328*35*250 34*23*26.5

370*280*31 300W 432 2 380*37*290 39.5*9*30.5
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8
HYYD

-
MY

Die-cast 
aluminum

PC lens
Metal 

bracket

148*123*23.8

≥140°

30W 36

Provide a 
solution

70-80LM/W
80-90LM/W

90-100LM/W

Wide voltage 
range

85-265V
Narrow voltage 

range
185-265V

IC-Type Linear 
Solutions

DOB Solutions

PF≥0.5
PF≥0.9

Provide a 
solution

IP65
IP66
IP67
IP68

40 145*28*165 34.5*31*18

Solutions
Motion Sensors

Dimmable DIP Switches
Bracket Lights

Portable Work Lights
E*tension Cords with Plugs

222*176*23 50W 72 20 180*34*228 47.1*37*19.5

292*267*23 100W 144 10 230*34*290 47.5*37*30.5

350*267*23 150W 216 10 273*34*352 36.2*37*28.8

402*299*23.5 200W 288 10 303*35*397 40.7*19.5*31.8

450*335*23.5 300W 432 10 340*35*446 45.6*19.5*35.5

470*360*28 400W 576 5 385*36*495 50.5*20*40

9
HYYW

-
16MAX

Die-cast 
aluminum

PC lens
Metal 

bracket

123*148*23.8

≥140°

30W 36

Provide a 
solution

70-80LM/W
80-90LM/W

90-100LM/W

Wide voltage 
range

85-265V
Narrow voltage 

range
185-265V

IC-Type Linear 
Solutions

DOB Solutions

PF≥0.5
PF≥0.9

Provide a 
solution

IP65
IP66
IP67
IP68

40 145*28*165 34.5*31*18

Solutions
Motion Sensors

Dimmable DIP Switches
Bracket Lights

Portable Work Lights
E*tension Cords with Plugs

160*205*25.5 50W 72 20 180*34*228 47.1*37*19.5

210*270*25 100W 144 10 230*34*290 47.5*37*30.5

248*329*25 150W 216 10 273*34*352 36.2*37*28.8

280*378*25 200W 288 10 303*35*397 40.7*19.5*31.8

315*425*27 300W 432 10 340*35*446 45.6*19.5*35.5

360*470*28 400W 576 5 385*36*495 50.5*20*40

10
HYSJ

-
XM

Die-cast 
aluminum

PC lens
Metal 

bracket

196*186*38

≥140°

30W 30/40

Provide a 
solution

80-90LM/W
90-100LM/W
100-120LM/W

Wide voltage 
range

85-265V
Narrow voltage 

range
185-265V

IC-Type Linear 
Solutions

DOB Solutions

PF≥0.5
PF≥0.9

Provide a 
solution

IP65
IP66
IP67
IP68

20 215*50*245 53*22.5*51

Solutions
Motion Sensors

Dimmable DIP Switches
Bracket Lights

Portable Work Lights
E*tension Cords with Plugs

238*228*40 50W 50/72 15 255*50*290 78*27*30.5

290*280*48 100W 100/120 10 310*60*357 63*32*37.5

332*323*48 150W 150/180 5 352*70*400 37*36.5*41.5

367*355*50 200W 200/240 5 385*70*420 39.5*37*43.5

415*425*44 300W 300/360 5 415*56*425 42.5*30*43
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11
HYYH

-
MYSMX

Graphene
PC lens
Metal 

bracket

129*154*23.5

≥140°

30W 36

Provide a 
solution

70-80LM/W
80-90LM/W

90-100LM/W

Wide voltage 
range

85-265V
Narrow voltage 

range
185-265V

IC-Type Linear 
Solutions

DOB Solutions

PF≥0.5
PF≥0.9

Provide a 
solution

IP65/IP66
IP67/IP68

80 140*160*24.5 72*33*33

Solutions
Motion Sensors

Dimmable DIP Switches
Bracket Lights

Portable Work Lights
E*tension Cords with Plugs

145.5*186*23.5 50W 72 60 144*200*24.5 65*33*56

191.5**306*23.5 100W 144 40 210*320*24.5 45*33*56

231.5*306*23.5 150W 216 30 240*320*24.5 81.5*33*34.5

261.5*355*23.5 200W 288 20 275*365*245 61*33*39.5

12
HYSJ

-
8077

Die-cast 
aluminum

Glass
Iron 

bracket

229*179*54

≥140°

50W 100

Provide a 
solution

70-80LM/W
80-90LM/W

90-100LM/W
100-120LM/W
120-140LM/W
140-180LM/W

Wide voltage 
range

85-265V
Narrow voltage 

range
185-265V
Solutions

Waterproof 
Drivers (All-

Aluminum/Sem
i-Aluminum)

IC-Type Linear 
Solutions

DOB Solutions

PF≥0.5
PF≥0.9

Provide a 
solution

IP65/IP66
IP67/IP68

10 255*190*65 41*39*26.5

Solutions
Waterproof Drivers (All-

Aluminum/Semi-
Aluminum)

IC-Type Linear Solutions
DOB Solutions

270*210*60 100W 200 10 295*240*70 51*41.5*30.5

368*272*65 200W 400 1 / 40*29.5*9.2

427*318*67 300W 600 1 / 45.5*35*9.2

524*324*65 400W 800 1 / 55.5*35.5*10.7

625*326*68 500W 1000 1 / 65.5*36*10.7

739*326*67 600W 1200 1 / 77*35.5*11

13
HYYD

-
KBYT

Die-cast 
aluminum

Glass
Iron 

bracket

270*225*62.3

≥140°

50W COB+LED

Provide a 
solution

70-80LM/W
80-90LM/W

90-100LM/W
100-120LM/W
120-140LM/W
140-180LM/W

Wide voltage 
range

85-265V
Narrow voltage 

range
185-265V
Solutions

Waterproof 
Drivers (All-

Aluminum/Sem
i-Aluminum)

IC-Type Linear 
Solutions

DOB Solutions

PF≥0.5
PF≥0.9

Provide a 
solution

IP65/IP66
IP67/IP68

1 / 28.5*24*9.5

270*225*62.3 100W COB+LED 1 / 28.5*24*9.5

312*265*62.3 200W COB+LED 1 / 32.5*28*9.5

410*298*80 300W COB+LED 1 / 41.5*31.5*9.5

450*328*85 400W COB+LED 1 / 46*33.5*9.5

548*357*85 500W COB+LED 1 / 54.5*37.5*9.5

650*368*85 600W COB+LED 1 / 65*38.5*9.5

815*370*85 800W COB+LED 1 / 82*38.5*10

980*370*85 1000W COB+LED 1 / 102*38.5*10
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14
HYSJ

-
5054

Die-cast 
aluminum

Glass
Iron 

bracket

130*110*401

≥140°

10W COB+LED

Provide a 
solution

70-80LM/W
80-90LM/W

90-100LM/W
100-120LM/W
120-140LM/W
140-180LM/W

Wide voltage 
range

85-265V
Narrow voltage 

range
185-265V
Solutions

Waterproof 
Drivers (All-

Aluminum/Sem
i-Aluminum)

IC-Type Linear 
Solutions

DOB Solutions

PF≥0.5
PF≥0.9

Provide a 
solution

IP65/IP66
IP67/IP68

50 130*57*166 67.5*31*35

181*158*46 20W COB+LED 20 185*60*220 39*32.5*46

196*172*46 30W COB+LED 20 203*71*246 42.5*35*51.5

240*210*55 50W COB+LED 10 229*72*295 75*24.5*31.5

285*255*64 100W COB+LED 5 275*80*322 42*28.5*34

345*310*78 150W COB+LED 5 350*95*410 50*36*43

350*378*90 200W COB+LED 5 385*110*415 58*40*43

380*422*91 小300W COB+LED 2 404*102*473 41.5*21.5*49

430*480*105 300W COB+LED 2 445*150*540 46*31.5*55.5

15
HYYH

-
5054SMX

Graphene
Glass
Iron 

bracket

198*228*36

≥140°

50w LED
Provide a 
solution

70-80LM/W
80-90LM/W

90-100LM/W

AC:85-265V
AC:185-265V

IC-Type Linear 
Solutions

DOB Solutions

PF≥0.5
PF≥0.9

Provide a 
solution

IP65/IP66
IP67/IP68

20 210*240*45 43.5*23*53

232*263*41.5 100w LED 20 240*275*42.5 48*26.5*60.5

287*322*45 150w LED 10 300*335*55 52*31.7*37

352*382*52 200w LED 10 365*395*65 59*38*42

16
HYYH

-
F91SMX

Graphene
Glass
Iron 

bracket

200*230*36.5

≥140°

50w LED

Provide a 
solution

70-80LM/W
80-90LM/W

90-100LM/W

Wide voltage 
range

85-265V
Narrow voltage 

range
185-265V

IC-Type Linear 
Solutions

DOB Solutions

PF≥0.5
PF≥0.9

Provide a 
solution

IP65/IP66
IP67/IP68

20 210*240*38.5 44.5*25*43.5

250*283*37 100w LED 20 260*295*38 43.5*30.5*53

285*325*37.5 150w LED 10 295*335*38.5 46*34*31

274*373*45.5 200w LED 10 285*385*46.5 56*39*30.2

316*416*52.5 300W LED 10 325*425*53.5 64.5*43.2*34.2
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17
HYYW

-
JGX

Die-cast 
aluminum

Glass
Iron 

bracket

110*130*28

≥140°

20W LED

Provide a 
solution

70-80LM/W
80-90LM/W

90-100LM/W
100-120LM/W

Wide voltage 
range

85-265V
Narrow voltage 

range
185-265V
Solutions

Waterproof 
Drivers (All-

Aluminum/Sem
i-Aluminum)

IC-Type Linear 
Solutions

DOB Solutions

PF≥0.5
PF≥0.9

Provide a 
solution

IP65/IP66
IP67/IP68

40 120*140*35 29*36*25

160*150*40 30W LED 30 185*43*170 57.5*23.5*36

200*195*32 50W LED 16 235*45*220 47.5*38.5*23.5

275*205*35 100W LED 10 305*46*230 47.5*31.5*25.5

340*260*38 150W LED 8 375*50*295 43.5*39*31

390*300*39 200W LED 6 425*47*328 43*32.5*35

440*320*48 300W LED 5 352*55*480 50*29.5*36.5

490*340*50 400W LED 4 37*55*525 38.5*26*54.5

490*340*50 500W LED 4 37*55*525 38.5*26*54.5

18
HYSJ

-
8013

Die-cast 
aluminum

PC lens
Metal 

bracket

110*130*28

≥140°

20W LED

Provide a 
solution

70-80LM/W
80-90LM/W

90-100LM/W
100-120LM/W

Wide voltage 
range

85-265V
Narrow voltage 

range
185-265V
Solutions

Waterproof 
Drivers (All-

Aluminum/Sem
i-Aluminum)

IC-Type Linear 
Solutions

DOB Solutions

PF≥0.5
PF≥0.9

Provide a 
solution

IP65/IP66
IP67/IP68

80 130*33*140 54.4*35.5*30

Solutions
Motion Sensors

Dimmable DIP Switches
Bracket Lights

Portable Work Lights
E*tension Cords with 

Plugs

140*166*28 30W LED 60 159*33*175 49.5*35.5*37

168*200*29 50W LED 30 188*35*210 55.5*39*44

203*238*32 100W LED 20 223*37*248 39.5*26*43.5

231*275*34 150W LED 10 255-*39*285 41.5*26.5*30

260*312*35 200W LED 10 283*41*322 43.5*29.5*34

290*350*37 300W LED 10 312*44*36 46.5*32.5*37.5
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19
HYJM

-
MY

Die-cast 
aluminum

Glass
Iron 

bracket

113*103*33

≥140°

10W 20

Provide a 
solution

70-80LM/W
80-90LM/W

90-100LM/W
100-120LM/W

Wide voltage 
range

85-265V
Narrow voltage 

range
185-265V
Solutions

Waterproof 
Drivers (All-

Aluminum/Sem
i-Aluminum)

IC-Type Linear 
Solutions

DOB Solutions

PF≥0.5
PF≥0.9

Provide a 
solution

IP65/IP66
IP67/IP68

40 130*36*125 39*27.5*27

Solutions
Motion Sensors

Dimmable DIP Switches
Bracket Lights

Portable Work Lights
E*tension Cords with 

Plugs

133*124*33 20W 40 40 150*36*135 39*31.5*29

163*153*35 30W 60 30 185*40*170 57.5*22.5*36

215*205*44 50W 100 20 235*49*215 52*24.5*45

245*235*47 100W 200 10 265*53*245 56*27.5*26

285*275*47 150W 300 10 310*53*285 56*32*30

326*316*47 200W 400 10 350*50*325 53*36*34

366*356*47 300W 600 5 390*50*365 40*27.5*38

408*389*47 400W 800 5 430*55*395 44.5*30*41

20
HYDY

-
XY

Die-cast 
aluminum

PC lens
Glass
Iron 

bracket/St
ainless 
steel 

bracket

256*195*50

≥140°

50W 64

Provide a 
solution

70-80LM/W
80-90LM/W

90-100LM/W
100-120LM/W
120-140LM/W
140-180LM/W
180-200LM/W

Wide voltage 
range

85-265V
Narrow voltage 

range
185-265V
Solutions

Waterproof 
Drivers (All-

Aluminum/Sem
i-Aluminum)

IC-Type Linear 
Solutions

DOB Solutions

PF≥0.5
PF≥0.9

Provide a 
solution

IP65/IP66
IP67/IP68

10 305*52*228 56*32*24.5

315*240*60 100W 128 8 375*63*272 54.5*39*29

380*290*60 150W 256 5 451*71*322 46.5*39*35.5

420*350*60 200W 320 1 / 51.5*40.5*10.5

492*410*60 300W 480 1 / 59.5*461.5*11

492*410*60 400W 720 1 / 59.5*461.5*11

570*475*60 500W 672 1 / 68.5*53*11.5

570*475*60 600W 1008 1 / 68.5*53*11.5
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21
HYSL

-
FD

Die-cast 
aluminum

PC lens
Glass
Iron 

bracket/St
ainless 
steel 

bracket

195*199*50

≥140°

30W 48

Provide a 
solution

70-80LM/W
80-90LM/W

90-100LM/W
100-120LM/W
120-140LM/W
140-180LM/W
180-200LM/W

Wide voltage 
range

85-265V
Narrow voltage 

range
185-265V
Solutions

Waterproof 
Drivers (All-

Aluminum/Sem
i-Aluminum)

IC-Type Linear 
Solutions

DOB Solutions

PF≥0.5
PF≥0.9

Provide a 
solution

IP65/IP66
IP67/IP68

20 197*57*218 59.5*41*23.5

232*288*50 50W 96 10 238*56*296 48.5*30*31

257*317*56 100W 144 10 259*63*330 53*33.5*34.5

326*363*56 150W 288 5 331*62*382 34*33*39.5

365*427*62 200W 384 5 373*63*436 39*33.5*45

435*473*62 300W 480 1 / 50*44.5*10

502*476*66 400W 672 1 / 51.5*48*10.5

602*570*66 600W 1080 1 / 61*57.5*10

22
HYLC

-
FF

Die-cast 
aluminum

PC lens
Iron 

bracket/St
ainless 
steel 

bracket

416*295*52
30°
60°
90°

240W 400

Provide a 
solution

70-80LM/W
80-90LM/W

90-100LM/W
100-120LM/W
120-140LM/W
140-180LM/W
180-200LM/W

Wide voltage 
range

85-265V
Narrow voltage 

range
185-265V
Solutions

Waterproof 
Drivers (All-

Aluminum/Sem
i-Aluminum)

IC-Type Linear 
Solutions

DOB Solutions

PF≥0.5
PF≥0.9

Provide a 
solution

IP65/IP66
IP67/IP68

1 / 49*43.5*8.5

416*400*56 360W 600 1 / 59*49*9

416*480*58 480W 800 1 / 68.5*48*9

310*192*45

60°
90°

50W 77 4 Expanded 
polystyrene

37*27*28

395*248*58 100W 147 2 Expanded 
polystyrene

51*165*34

395*360*58 200W 294 1 / 49*43.5*85

495*395*60 300W 441 1 / 59*49*90

585*395*60 400W 588 1 / 68.5*48*90
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23
HYCJ

-
ZFX

Die-cast 
aluminum

Glass
Iron 

bracket

130*120*30

≥140°

10W COB+LED

Provide a 
solution

70-80LM/W
80-90LM/W

90-100LM/W
100-120LM/W

Wide voltage 
range

85-265V
Narrow voltage 

range
185-265V
Solutions

Waterproof 
Drivers (All-

Aluminum/Sem
i-Aluminum)

IC-Type Linear 
Solutions

DOB Solutions

PF≥0.5
PF≥0.9

Provide a 
solution

IP65/IP66
IP67/IP68

40 140*130*40 28*42*29

180*185*45 20W COB+LED 20 190*195*55 40*21*57

230*220*50 30W COB+LED 10 240*230*60 25*49*30

275*285*60 50W COB+LED 10 285*295*70 59.5*39.5*33.5

285*275*60 75W COB+LED 5 285*295*70 49.5*31*33

280*275*60 100W COB+LED 5 285*295*70 49.5*31*33

335*315*75 150W COB+LED 5 345*325*85 55*34*36

373*370*85 200W COB+LED 1 / 38*38*14

465*460*90 250W COB+LED 1 / 45*39.5*14

24
HYCJ

-
CFX

Die-cast 
aluminum

Glass
Iron 

bracket

115*85*30

≥140°

10W COB+LED

Provide a 
solution

70-80LM/W
80-90LM/W

90-100LM/W
100-120LM/W

Wide voltage 
range

85-265V
Narrow voltage 

range
185-265V
Solutions

Waterproof 
Drivers (All-

Aluminum/Sem
i-Aluminum)

IC-Type Linear 
Solutions

DOB Solutions

PF≥0.5
PF≥0.9

Provide a 
solution

IP65/IP66
IP67/IP68

50 125*95*40 64.5*27*34

175*135*40 20W COB+LED 30 185*145*50 57.5*49*21

220*180*40 30W COB+LED 20 230*190*50 60*44*27

280*230*40 50W COB+LED 10 290*240*50 50.5*36*32.5

335*285*90 100W COB+LED 5 345*295*100 47.5*31.5*40.5

420*320*100 150W COB+LED 1 / 57*35*47.5

420*320*100 200W COB+LED 1 / 46*33*14

440*395*80 300W COB+LED 1 / 46.5*40*14

465*460*85 400W COB+LED 1 / 48.5*48*14

560*460*90 500W COB+LED 1 / 58.5*48*14
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25
HYCJ

-
LKBB

Die-cast 
aluminum

Glass
Iron 

bracket

115*86*85

≥140°

10W COB+LED

Provide a 
solution

70-80LM/W
80-90LM/W

90-100LM/W
100-120LM/W

Wide voltage 
range

85-265V
Narrow voltage 

range
185-265V
Solutions

Waterproof 
Drivers (All-

Aluminum/Sem
i-Aluminum)

IC-Type Linear 
Solutions

DOB Solutions

PF≥0.5
PF≥0.9

Provide a 
solution

IP65/IP66
IP67/IP68

50 125*96*95 49*26*49

180*140*110 20W COB+LED 20 190*150*120 69*35*40.5

225*185*140 30W COB+LED 10 235*190*145 79.5*40*25

287*237*135 50W COB+LED 8 300*240*150 67*31.5*50

285*360*100 100W COB+LED 4 390*300*140 62*40.5*32

425*320*140 150W COB+LED 1 / 44*33*18

425*320*150 200W COB+LED 1 / 44*33*19

455*320*170 250W COB+LED 1 / 46*33*23

450*320*150 300W COB+LED 1 / 46*33*22

525*320*170 400W COB+LED 1 / 54*33*22

600*320*170 500W COB+LED 1 / 61*33*23

670*320*170 600W COB+LED 1 / 67.5*33*23

810*320*180 800W COB+LED 1 / 81.5*33*23

970*320*200 1000W COB+LED 1 / 98*33*23
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